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An Inclusive, Seamless 
Meeting Experience
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Realistic and life-like 
remote meeting

The RICOH 360 Meeting Hub creates an immersive meeting 
experience where everyone feels like they are together in the 
same place.

The RICOH 360 Meeting Hub is a 3-in-1 video camera, 
speaker and microphone that creates an immersive, 
realistic, and life-like meeting experience where in-person 
and remote participants can feel they are together in the 
same place. The device’ s panoramic 360-degree view 
coupled with voice pick-up from up to 6m away, gives 
everyone the confidence to take part. 

Gives everyone the 
confidence to participate
Whole groups are displayed simultaneously so no one appears 
distant, and individuals attending remotely can see and hear 
everyone as if they were there in person. The camera automatically 
focuses on speakers and adjusts the image so facial expressions are 
clear – even up to 3.6 meters away. In addition, Auto Gain Control 
functionality adjusts the volume so that all participants can be 
heard equally, and interactions can flow seamlessly.
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يوفر جهاز RICOH 360 Meeting Hub تجربة اجت�عات تفاعلية حيث يشعر 
الجميع بأنهم حا�ون � ا�كان ذاته.
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Use anywhere for every audience 
and meeting
The device can be used anywhere for every audience and every 
meeting. Its lightweight, ergonomic design makes it easy to position 
on any flat surface – ideal for office meetings. Or it can be mounted 
on a tripod for stand-up meetings on the factory floor or at an event.  

One-Touch Multiple Screen Layout 
Switching
A touch sensor on the unit means you can instantly switch between screen 
layout options to accommodate various meeting scenarios. Choose from 
360-degree panoramic or split-screen 180-degree views, to display both sides
of a meeting table. Up to 4 layout options are available with manually
selected main speaker image highlighted or with other speakers in sidebar.

Stress-free and seamless to set up 
and use
Set-up and operation are stress-free and seamless – intuitive 
plug-and-play functionality means you simply plug the RICOH 360 
Meeting Hub into a laptop with no need to configure multiple devices 
or install complicated software.  
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إمكانیة استخدام الجھاز في أي مكان ومع جمیع 
الحاضرین في أي اجتماع

إمكانیة تبدیل تخطیط ال�ا�ة المتعدد بلمسة واحد�
360

 4 180

سلاسة ا�عداد والاستخدام دون بذل أي مجھود
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The device can be used anywhere for every audience and every meeting.  
Its lightweight, ergonomic design makes it easy to position on any flat surface –  
ideal for office meetings. Or it can be mounted on a tripod for stand-up 
meetings on the factory floor or at an event.
For larger meetings, two units can be connected together. Pair two units at  
a distance of up to 4 metres wirelessly and you’re ready to go.

Could this be re-set to match typeface on page 2 please

یمكن استخدام الجھاز في أي مكان، ولأي نوع من الجمھور، وفي أي اجتماع.
فوزنھ خفیف وتصمیمھ مریح، فیسھل وضعھ على أي سطح مستوٍ، وھو بذلك خیارٌ  مثالي لاجتماعات 

المكاتب، ویمكن تثبیتھ على حامل ثلاثي القوائم حینما یكون الحاضرون في الاجتماع واقفین في أحد 
المصانع أو الفعالیات.

ویمكن توصیل جھازین معاً في الاجتماعات التي یحضرھا عدد أكبر من الناس، وما علیك إلا أن تقوم 
بإقران الجھازین ببعضھما البعض لاسلكیاً على مسافة تصل إلى ٤ أمتار.
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RICOH 360 Meeting Hub

Main unit

Model Name

Camera

Field of view (FOV) Horizontal: 360°, Vertical: 42±2°

Image sensor 2 x 12M

Output resolution*¹ 1,920 × 1,080, 1,280 × 720

Frame rate*²  30 fps, 10 fps, 24 fps

Video range 3.6 metres

Image processing 
Auto White Balance, Auto Exposure, Anti-Flicker,

LTM (Local Tone Mapping), Dewarping, Stitch, Cropping, Zoom (Scaler)

Microphone

Method Three-microphone array

Directivity 360°

Audio pickup range 6.0 metres

Audio processing Mute, Auto Gain Control, Noise Reduction, Echo Cancellation

Speaker

Wattage × Number of speakers 8 W × 3

Directivity 360°

Sound Pressure
Level (SPL)

Power supply from AC adapter 91 dB (1 m)

Power supply from PC via USB Type-C cable 81 dB (1 m)

Network*³
Ethernet 10BASE-T, 100BASE-TX, 1000BASE-T

Wireless LAN 802.11a/b/g/n/ac/ax

Screen display 
Layout

1. 360° panoramic image & Auto-focused speakers image (up to 3 speakers) [Default]

2. 360° panoramic image & Auto-focused 1 speaker image

3. 360° panoramic image & Pin Screen image*4

4. 360° panoramic image & Pin Screen image with Auto-focused speakers image*4

5. 180° panoramic image x 2

6. Auto-focused speakers image (up to 4 speakers) *5

360° Panoramic image on/off Supported *6

Size
Dimensions (W × D × H) 110.2 × 110.2 × 272.6 (mm) / 4.34 × 4.34 × 10.73 (inches)

Weight 1129 g / 2.49 lb

Interface

USB Type-C port 2 ports (USB 2.0, USB 3.1, PD 3.0)

Ethernet port*7 RJ-45 × 1 port

Kensington security slot Standard slot (3 mm × 7 mm) × 1 slot

USB Power 
delivery

Power supply from AC adapter DC20 V / 2.25 A (max), AC100-240 V 50-60 Hz 1.7 A

Power supply from PC via USB Type-C cable DC5 V / 3 A (max)

Power consumption*8
Power supply from AC adapter

Power supply from PC via USB Type-C cable

45 W 

15 W

Environmental condition
Temperature 10-32°C

Humidity 15-80%  (No condensation)

Operating  
environment

Supported OS
Windows 10, Version 1803 or later / Windows 11 (64-bit) / macOS 12 Monterey / macOS 13 Ventura / macOS 14 Sonoma (Mac-

Book Air, MacBook Pro)*9

Operation-checked video conferencing platforms Microsoft Teams / Zoom*10 / Cisco Webex® / Google Meet™

Accessories AC adapter 45 W (20 V 2.25 A), AC power plug, USB 3.1/2.0 m/3 A cable (Type-C to C) × 2, Warranty URL, Read This First, Quick Guide

Installation Tripod screw thread 1/4 inch tripod screw hole on the bottom

Standard warranry period 3 years

*1 Automatically switched depending on the speed of the web conference application in use *2 With AC adapter: 30 fps / With power supply via PC: 10 fps / When using Dual-unit connection: 24 fps *3 Network is used only on the occasion of firmware update *4 Pin Screen can be set in the RICOH Meeting 360 Apps 
*5 Available only when using Dual-unit connection *6 360° Panoramic image can be turned on and off by long-pressing the top of the unit, or in the RICOH Meeting 360 Apps *7 Network is used only on the occasion of firmware update *8 In case PC is compatible with USB power delivery (PD) *9 macOS is supported 
from the Firmware Version 0002.0001.0000.0021 *10 Zoom Rooms Certified

Product name RICOH Meeting 360 Apps for Windows / RICOH Meeting 360 Apps for Mac 

Compatible OS Windows 10, Version 1803 or later / Windows 11 (64-bit) / macOS 12 Monterey / macOS 13 Ventura / macOS 14 Sonoma (Mac-
Book Air, MacBook Pro)

Free software / Downloadable software

Points to note for the use of the product
• This product cannot be connected to the network of WPA2™ Enterprise. •Web conference applications that don’t support the resolution of 1920 x 1080 pixels are not compatible with this product. • This product should be used in conjunction with a Web conferencing system.  
• Please note that this product is compatible with Windows 10/11; it is not compatible with macOS.• This product should not be used in a virtual desktop environment such as a thin client or remote desktop.

All brand and/or product names are trademarks of their respective owners. Specifications and external appearance are subject to change without notice. Copyright © 2024 Ricoh Company, Ltd. All rights reserved. This brochure, its contents and/or layout may not be modified and/or 
adapted, copied in part or in whole and/or incorporated into other works without the prior written permission of Ricoh Company, Ltd.

RICOH Meeting 360 V2

RICOH 360 Meeting Hub
الجھاز الرئیسي

اسم المودیل

الكامیرا

مجال الرؤیة

RICOH Meeting 360 V2

أفقي: °360 ، رأسي: 42±2° 

2 × 12 میجا بكسل
720 × 1,280 ,1,080 × 1,920

30 إطارًا في الثانیة، 10 إطارات في الثانیة، 24 إطارًا في الثانیة
3.6 متر

توازن اللون الأبیض التلقائي، مضاھاة شدة الإضاءة تلقائیاً، مانع الومیض،
تعیین درجات اللون (LTM)، إزالة التشویھ، الدمج، القص، التكبیر (بالتدریج)

مجموعة مكونة من ثلاثة میكروفونات
 360°

6.0 أمتار

كتم الصوت، التحكم التلقائي في قوة الصوت، تقلیل الضوضاء، إلغاء الصدى
8 واط × 3

 360°

91 دیسیبل (1 م)

81 دیسیبل (1 م)
10بیز-تي، 100بیز-تي إكس، 1000بیز-تي إكس

 802.11a/b/g/n/ac/ax
1. صورة بانورامیة بزاویة 360 درجة وصورة مكبرات صوت بتركیز تلقائي (حتى 3 مكبرات صوت) [افتراضي]

2. صورة بانورامیة بزاویة 360 درجة وصورة مكبر صوت واحد بتركیز تلقائي
3. صورة بانورامیة بزاویة 360 درجة وصورة بشاشة مثبتة*4

4. صورة بانورامیة بزاویة 360 درجة وصورة بشاشة مثبتة مع صورة مكبرات صوت بتركیز تلقائي*4
x 2 5. صورة بانورامیة بزاویة 180 درجة

6. صورة مكبرات صوت بتركیز تلقائي (حتى 4 مكبرات صوت)*5
مدعومة*6

110.2 × 110.2 × 272.6 (مم) / 4.34 × 4.34 × 10.73 (بوصة)
1129 جم / 2.49 رطل

منفذان (یو إس بي 2.0، یو إس بي 3.1، بي دي 3.0)

منفذ آر جي-45 × 1

فتحة قیاسیة (3 مم × 7 مم) × 1 فتحة
تیار مستمر 20 فولت / 2.25 أمبیر (الحد الأقصى)، تیار متردد 100-240 فولت 50-60 ھرتز 1.7 أمبیر

تیار مستمر 5 فولت / 3 أمبیر (الحد الأقصى)
45 واط
15 واط

32-10 درجة مئویة
%80-15 (بدون تكاثف)

ویندوز 10، إصدار 1803 أو أحدث / ویندوز 11 (64 بت) / ماك 12 مونتیري / ماك 13 فینتورا / ماك 14 سونوما 
(ماك بوك إیر، ماك بوك برو)*9

مایكروسوفت تیمز / زووم*10 / سیسكو ویبكس® / جوجل میت™
محول تیار متردد 45 واط (20 فولت 2.25 أمبیر)، قابس تیار متردد، كابل یو إس بي 2.0/3.1 متر/3 أمبیر (تایب-سي إلى سي) × 2، رابط الضمان، اقرأ ھذا أولاً، الدلیل السریع

فتحة لولب الحامل ثلاثي القوائم مقاس 4/1 بوصة في الأسفل
3 سنوات

مستشعر الصورة
دقة الإخراج*¹
معدل الإطار*²

نطاق الفیدیو

معالجة الصورة

الطریقة
الاتجاھات

نطاق التقاط الصوت

معالجة الصوت
القوة الكھربائیة × عدد السماعات

الاتجاھات
مصدر الطاقة من محول التیار المتردد

مصدر الطاقة من الكمبیوتر بكابل یو إس بي «تایب-سي»

إیثرنت
شبكة لان لاسلكیة

التخطیط

صورة بانورامیة 360 درجة تشغیل/إیقاف
الأبعاد (عرض × عمق × ارتفاع)

الوزن
منفذ یو إس بي (تایب-سي)

 منفذ إیثرنت*7

فتحة أمان كینغستون

مصدر الطاقة من محول التیار المتردد

مصدر الطاقة من محول التیار المتردد

مصدر الطاقة من الكمبیوتر بكابل یو إس بي «تایب-سي»

مصدر الطاقة من الكمبیوتر بكابل یو إس بي «تایب-سي»
درجة الحرارة

الرطوبة

نظام التشغیل المدعوم

سِن لولب الحامل ثلاثي القوائم

توصیل الطاقة 
بكابل یو إس بي

مستوى ضغط 
( SPL) الصوت

المیكروفون

السماعة

الشبكة*³

شاشة العرض

الحجم

الواجھة

استھلاك الطاقة*8

الظروف البیئیة

بیئة التشغیل

منصات مؤتمرات الفیدیو الموافقة للفحص التشغیلي

الملحقات

التركیب
فترة الضمان القیاسیة

البرامج المجانیة / البرامج القابلة للتنزیل

أمور ینبغي ملاحظتھا لاستخدام المنتج
• لا یمكن توصیل ھذا المنتج بشبكة WPA2™ إنتربرایز. • تطبیقات المؤتمرات التي لا تدعم دقة 1920 × 1080 بكسل غیر متوافقة مع ھذا المنتج. • ینبغي استخدام ھذا المنتج بالتزامن مع أحد أنظمة مؤتمرات الإنترنت.

• یرُجى العلم بأن ھذا المنتج متوافق مع ویندوز 11/10؛ وغیر متوافق مع ماك. • لا ینبغي استخدام ھذا المنتج في بیئة تشغیل افتراضیة مثل الكمبیوتر ضعیف الأداء أو تشغیل سطح المكتب عن بعُد.

جمیع العلامات التجاریة أو أسماء المنتجات إنما ھي علامات تجاریة لأصحابھا. تخضع المواصفات والشكل الخارجي للتغییر دون إشعار. جمیع الحقوق محفوظة لشركة ریكو المحدودة © 2024. لا یجوز تعدیل ھذا الكتیب ولا ما یتضمنھ ولا تصمیمھ ولا یجوز أن تقُتبس أو تنسخ كلھا أو 
جزء منھا ولا تدُمج في أعمال أخرى دون الحصول على إذن خطي مسبق من شركة ریكو المحدودة.

VO1.1/ 03.25 .(أوروبا والشرق الأوسط وإفریقیا) المحدودة PFU حقوق الطبع والنشر العربیة ۱۹۹۳-۲۰۲٥. جمیع الحقوق محفوظة لشركة ©    AR

*1 یحدث التبدیل تلقائیاً بناءً على سرعة تطبیق المؤتمرات المستخدم *2 مع محول التیار المتردد: 30 إطارًا في الثانیة / مع مصدر الطاقة من الكمبیوتر: 10 إطارات في الثانیة / عند الاتصال بجھازین: 24 إطارًا في الثانیة *3 لا تسُتخدم الشبكة إلا عند تحدیث البرنامج الثابت *4 یمكن ضبط الشاشة 
المثبتة في تطبیقات RICOH Meeting 360     غیر متوفرة إلا عند الاتصال بجھازین *6 یمكن تشغیل الصورة البانورامیة بزاویة 360 درجة أو إیقافھا بالضغط طویلاً على الجزء العلوي من الجھاز، أو في تطبیقات RICOH Meeting 360  *7 لا تسُتخدم الشبكة إلا عند تحدیث البرنامج 

الثابت *8 عند توافق الكمبیوتر مع توصیل الطاقة بكابل یو إس بي (بي دي) *9 یدُعم ماك من إصدار البرنامج الثابت 0002.0001.0000.0021 *10 معتمد من زووم رومز

اسم المنتج

نظام التشغیل المتوافق

تطبیقات RICOH Meeting 360 لنظام ویندوز / تطبیقات RICOH Meeting 360 لنظام ماك
ویندوز 10، إصدار 1803 أو أحدث / ویندوز 11 (64 بت) / ماك 12 مونتیري / ماك 13 فینتورا / ماك 14 سونوما 

(ماك بوك إیر، ماك بوك برو)

PFU (EMEA) Limited
P.° de la Castellana, 259D,

Planta 18,
28046 Madrid

+34 910 639 763


